












                                     
 

14433 River Road ● Hahnville, Louisiana 70057  
Tel: (985) 785-2380 

St. Charles Parish 
Dog Park Project 

Pre-Bid Meeting Agenda 
Tuesday, April 28, 2026, 2:00 p.m. 

 
1. Introductions 

A. St. Charles Parish Representatives, Engineering Consultants, and attendees.  
B. Inform the audience that this pre-bid meeting is non-mandatory. 
C. Distribute and collect the sign-in sheet. 
 

2. Bid Date, Time, and Place 
A. Sealed bids will be received by the St. Charles Parish Government, not later than 2:00 

p.m., Thursday, May 7, 2026, at the following address: 
St. Charles Parish Council, Records Office, Parish of St. Charles 
15045 River Road, Courthouse 3rd Floor 
Hahnville, Louisiana, 70057 

B. Electronic Submission via www.centralbidding.com 
 

3. Bid Security Requirements 
A. See Item 6.1 in Section SCP-E-00101 Supplemental Instructions to Bidders. Certified 

Check, Cashier's Check or Bid Bond in the amount of five (5%) percent of the Base Bid 
and all additive alternates. Failure to do so will result in the bid/bids being declared 
nonresponsive and shall be cause for rejection. 

 
4. Performance and Payment Bond and Insurance Requirements 

A. See Item 6.2 in Section SCP-E-00101 Supplemental Instructions to Bidders and Item 
6.01 of Section SCP-E-00700 General Conditions of the Construction Contract. Payment 
and Performance Bonds for 100% of the contract value are required. 

B. See Items 6.02 – 6.09 of Section SCP-E-00700 General Conditions of the Construction 
Contract for Insurance Requirements. 

 
5. Tax-exempt status 

A. This project is tax-exempt.  
 
6. Construction Time and Liquidated Damages 

A. One hundred and fifty (150) calendar days after the Notice to Proceed.  
B. Liquidated Damages are $1,000 per day (see Article 4 in Section SCP-E-00500 Contract) 
 

7. Delays and extensions of time and anticipated days of adverse weather  
A. No consideration shall be given to a request for a contract time extension due to 

inclement weather, except for extraordinary conditions such as hurricanes, floods, and 
the like. 

 
8. Post-Bid Submittals (within 10 days after bid opening) 

A. Employment Status Verification Affidavit (Section-SCP-E-00475). See La. R.S. 38:2212 
(B)(3)(a); 

B. Non Collusion and Non Solicitation Affidavit (Section-SCP-E-00480). See La. R.S. 
38:2224; 

C. Attestation Clause (Section-SCP-E-00470) See La. R.S. 38:2227; 
D. Request to Sublet (Section-SCP-E-00816); 
E. Schedule of Suppliers (Section-SCP-E-00450). 
 



                                     
 

14433 River Road ● Hahnville, Louisiana 70057  
Tel: (985) 785-2380 

9. Requests for product substitutions / prior approvals 
A. Must receive 5 days prior to bid time. 
B. Approvals issued by Addendum only; 72 hours before bidding. 
 

10. Summarize the Work/ Brief Review of the Plans and Project Manual 
A. Existing Conditions 
B. General Description 
 

11. Review Bid Form 
A. Submit original only – LA Uniform Public Work Bid Form included in the Project Manual. 

Fill in all blanks. 
B. Reference the bid form for items required to be submitted with the bid. 
 

12. Testing Lab Requirements 
A. Testing Lab services will be paid by the Owner. 
 

13. Permitting 
A. Fire Marshal 
B. DOTD 
C. St. Charles Parish P&Z/ South Central Planning 

 
14. Project coordination 

A. Superintendent (full-time) 
B. Subcontractors must be familiar with all plans and specifications 
 

15. Discuss temporary facilities 
A. There are no immediate utilities available for use at the site. 
B. Site access and utilization 
C. Sanitary facilities 
D. Security and protection 
 

16. Solicit Owner comments/ information 
 

17. Solicit Contractor Questions 
 

18. Verify that everyone in attendance has signed the sign-in sheet. 
An addendum shall be issued to clarify any questions asked at the Pre-Bid Conference, as well 
as distribute copies of the sign-in sheet. 
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SECTION 00300 

 

LOUISIANA UNIFORM PUBLIC WORK BID FORM (REV. 4/28/2026) 

 
 
TO: 

 
St. Charles Parish 

 
BID FOR: 

 
Dog Park 

 
 

 
15045 River Road 

 
 

 
Parish Project No. RECBP219 

 
 

 
Hahnville, Louisiana 70057 

 
 

 
 

                  (Owner to provide name and address of owner)                   (Owner to provide name of project and other identifying information) 

 

 
The undersigned bidder hereby declares and represents that she/he; a) has carefully examined and understands the Bidding 

Documents, b) has not received, relied on, or based his bid on any verbal instructions contrary to the Bidding Documents or any 

addenda, c) has personally inspected and is familiar with the project site, and hereby proposes to provide all labor, materials, tools, 

appliances and facilities as required to perform, in a workmanlike manner, all work and services for the construction and 

completion of the referenced project, all in strict accordance with the Bidding Documents prepared by: Civil & Sports Design 

Engineering, LLC and dated March 16, 2026.  

(Owner to provide name of entity preparing bidding documents.) 

 

Bidders must acknowledge all addenda.  The Bidder acknowledges receipt of the following ADDENDA:  (Enter the number the 

Designer has assigned to each of the addenda that the Bidder is acknowledging) _______________________________________ 

 

TOTAL BASE BID:  For all work required by the Bidding Documents (including any and all unit prices designated “Base Bid” * 

but not alternates) the sum of: 

 

          Dollars    ($    ) 

 

ALTERNATES:  For any and all work required by the Bidding Documents for Alternates including any and all unit prices 

designated as alternates in the unit price description.  

 

Alternate No. 1 Add Irrigation System for the lump sum of:  

 

    Dollars  ($     ) 

 

Alternate No. 2 N/A.  

 

    Dollars  ($     ) 

 

Alternate No. 3 N/A. 

    Dollars  ($    ) 

 

NAME OF BIDDER:             

ADDRESS OF BIDDER:             

               

LOUISIANA CONTRACTOR’S LICENSE NUMBER:         

NAME OF AUTHORIZED SIGNATORY OF BIDDER:         

TITLE OF AUTHORIZED SIGNATORY OF BIDDER:         

SIGNATURE OF AUTHORIZED SIGNATORY OF BIDDER **:        

DATE:       
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*  The Unit Price Form shall be used if the contract includes unit prices.  Otherwise it is not required and need not be included with 

the form.  The number of unit prices that may be included is not limited and additional sheets may be included if needed.  

 

**  If someone other than a corporate officer signs for the Bidder/Contractor, a copy of a corporate resolution or other signature 

authorization shall be required for submission of bid. Failure to include a copy of the appropriate signature authorization, if 

required, may result in the rejection of the bid unless bidder has complied with La. R.S. 38:2212(B)5 et seq. 

 

BID SECURITY in the form of a bid bond, certified check or cashier’s check as prescribed by LA RS 38:2218.A is attached to 

and made a part of this bid.   
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LOUISIANA UNIFORM PUBLIC WORK BID FORM 
 

TITLE 34 – GOVERNMENT CONTRACTS, PROCUREMENT AND PROPERTY CONTROL 

Louisiana Administrative Code, December 2013, pages 64-67 

Chapter 3. Louisiana Uniform Public Work Bid Form 

§301. Name 

A. The name of this document shall be the "Louisiana Uniform Public Work Bid Form" also referred to hereinafter as "Bid 

Form." 

AUTHORITY NOTE: Promulgated in accordance with R.S. 38:2212. 

HISTORICAL NOTE: Promulgated by the Office of the Governor, Division of Administration, Office of Facility Planning and Control, LR 

35:1521 (August 2009). 

§303. Authority 

A. This form is prepared and issued in accordance with Acts 726 and 727 of the 2008 Regular Legislative Session. 

AUTHORITY NOTE: Promulgated in accordance with R.S. 38:2212. 

HISTORICAL NOTE: Promulgated by the Office of the Governor, Division of Administration, Office of Facility Planning and Control, LR 

35:1521 (August 2009). 

§305. Purpose 

A. The purpose of this rule shall be to provide for the more effective and efficient letting of public works contracts and to 

establish a uniform standardized bid form to facilitate this. 

AUTHORITY NOTE: Promulgated in accordance with R.S. 38:2212. 

HISTORICAL NOTE: Promulgated by the Office of the Governor, Division of Administration, Office of Facility Planning and Control, LR 

35:1521 (August 2009). 

§307. Applicability 

A. This rule shall apply to all state agencies and political subdivisions. The bid form shall require only the information 

necessary to determine the lowest bidder. With the exception of unit prices, all items on the Louisiana Uniform Public Works bid 

form shall be included for public works projects. No other information may be required from the bidder. Other documentation 

required shall be furnished by the low bidder at a later date, in accordance with the bidding documents. 

AUTHORITY NOTE: Promulgated in accordance with R.S. 38:2212. 

HISTORICAL NOTE: Promulgated by the Office of the Governor, Division of Administration, Office of Facility Planning and Control, LR 

35:1521 (August 2009). 

§309. Definitions 

A. For the purposes of the Louisiana Uniform Public Works bid form the following terms shall have the stated meanings. 

Alternate—a specified item of construction that is set apart by a separate sum. An alternate may or may not be incorporated 

into the contract sum at the discretion of the owner at the time of contract award. 

Base Bid—the amount of money stated in the bid as the sum for which the bidder offers to perform the work described in the 

bidding documents, prior to the adjustments for alternate bids but including any unit prices. 

Bid—a complete signed proposal to perform work or a designated portion for a stipulated sum. A bid is submitted in 

accordance with the bidding documents, is evaluated on price alone and is not subject to qualification. 

Bidder—an entity or person who submits a bid for a prime contract with the owner. A bidder is not a contractor on a specific 

project until a contract is signed between the bidder and the owner. 

Bid Form—a form provided to the bidder on which to submit his bid. 

Bid Security—a bid bond or deposit submitted with a bid to guarantee to the owner that the bidder, if awarded the contract, 

will execute the contract within a specified period of time and will furnish any bonds or other requirements of the bidding 

documents. 
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Bidding Documents—documents usually including advertisement, bid notice or invitation to bidders, instructions to bidders, 

bid form, form of contract, forms of bonds, conditions of contract, drawings, specifications addenda, special provisions, and all 

other written instruments prepared by or on behalf of a public entity for use by prospective bidders on a public contract. 

Owner—the public entity issuing the bid. 

Public Entity—means and includes the state of Louisiana, or any agency, board, commission, department, or public 

corporation of the state, created by the constitution or statute or pursuant thereto, or any political subdivision of the state, including 

but not limited to any political subdivision as defined in Article VI Section 44 of the Constitution of Louisiana, and any public 

housing authority, public school board, or any public officer whether or not an officer of a public corporation or political 

subdivision. "Public entity" shall not include a public body or officer where the particular transaction of the public body or officer 

is governed by the provisions of the model procurement code. 

Public Work—the erection, construction, alteration, improvement, or repair of any public facility or immovable property 

owned, used, or leased by a public entity. 

Unit Price—the amount stated in a project bid representing the price per unit of materials and/or services. 

AUTHORITY NOTE: Promulgated in accordance with R.S. 38:2212. 

HISTORICAL NOTE: Promulgated by the Office of the Governor, Division of Administration, Office of Facility Planning and Control, LR 

35:1521 (August 2009). 

§311. Alternates 

A. Provide space for, give descriptive title to and arrange for alternates in the order of priority. A maximum of three alternates 

are allowed by state law. 

AUTHORITY NOTE: Promulgated in accordance with R.S. 38:2212. 

HISTORICAL NOTE: Promulgated by the Office of the Governor, Division of Administration, Office of Facility Planning and Control, LR 

35:1522 (August 2009). 

 



MARCO JUAREZ TIJERINO     CIVIL & SPORTS DESIGN 
ENGINEERING, LLC Project Number: AR-26-005409

14433 RIVER ROAD Review Type: Architectural Review

HAHNVILLE  LA  70057 Status: RELEASED

Date Completed: 3/31/2026

Code Edition: 2021

In accordance with L.R.S. 40:1574 et seq., satisfactory compliance with the requirements of the laws, rules, regulations and codes 
of the state that are entrusted to the State Fire Marshal to uphold must be achieved before any work is performed.  As such, a 
permit shall not be issued or construction or installation of the scope of work identified herein shall not commence until the Status 
of this review is “Released” and the requirements of other state and local entities have been satisfied.

Project Description:

CONSTRUCTION OF A NEW DOG PARK IN ST. CHARLES PARISH. THE PARK ENTAILS 
FILLING, GRADING, FENCING, TWO METAL SHADE SHELTERS, WALKING PATHS, A 
SPLASH AREA FOR LARGE DOGS, A SINGLE-STORY RESTROOM/ STORAGE BUILDING, 
AND OTHER SMALL SITE AMENITIES.

Project Name: Address:

ST. CHARLES PARISH DOG PARK 801 DEPUTY JEFF G WATSON DRIVE, LULING, LA 70070 

Funding Type: Within City Limits? Number of Stories: High Rise Building:

Municipal Owned YES  

Occupancy Separation Type: Total Occupancy Square Feet: Project on which Floor(s): Construction Type:

299 1 III-B / III (200)

Additional Features 
(if applicable):

Architectural Review Type: New Construction Type:

New Construction Complete Build-out

Facility Licensed By DHH Health Standards Section: No

Louisiana State Uniform Construction Code Review

Review for the LSUCCC performed by: 3rd Party Provider's Registration Number:

Parish or Municipal Permitting Office

PLAN REVIEW REPORT
Jeff Landry

GOVERNOR
Chief Bryan J. Adams

FIRE MARSHAL

Office of State Fire Marshal
8181 Independence Blvd. Baton Rouge, LA 70806

(225) 925-4911 (800) 256-5452 Fax (225) 925-4241

Occupancy Type(s) and Square Feet

Occupancy Type: Square Feet: Details:

Utility/Miscellaneous 299
SINGLE-STORY BUILDING WITH TWO SINGLE-USER RESTROOMS AND 
A SMALL STORAGE ROOM. THE STORAGE ROOM IS LESS THAN 100 
SQ FT.

Individuals Involved in this Project

Name: Role: Address:

 MARCO JOSE JUAREZ 
TIJERINO

Professional of 
Record - CIVIL 
ENGINEER (E-
40328)

14433 RIVER ROAD, HAHNVILLE, LA 70057 

 DUANE FORET Owner 274 JUDGE EWARD DUFRESNE PARKWAY, LULING, LA 70070 
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Changes that are inconsistent with the reviewed documents are not authorized unless reviewed by this office for compliance with 
adopted codes, rules and laws.  The changes must be submitted to this office by the Professional of Record where required by 
law, otherwise by the Owner, for review prior to construction and inspection.  Minor changes may be submitted as supplemental 
information amended to this assigned project number.  Changes that alter the scope of work, or that otherwise will require another 
full review of the project, will require a complete resubmittal of the entire scope of work with application, revised plans, and 
applicable review fee. 

This review shall in no way permit or authorize any omissions or deviations from the specific requirements of the adopted codes, 
rules and regulations of the state.  Construction permits must be issued or installation must commence within 180 days from the 
date of the “Released” Status for this submittal. 

Occupancy of the project will not be permitted until a satisfactory inspection of the completed construction has been made by this 
office.  Please allow at least two (2) weeks advanced notice to schedule inspections.

Review Completed By

Signature:

Name:  Harvey Burns Badge No.: 701

Distribution List

Name Firm Name Role

ST CHARLES PARISH PLANNING 
DEPT*

ST CHARLES PARISH PLANNING 
DEPT*

Permit Office
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Cautionary Codes

The items listed below are comments for informational purposes or identified requirements that will be verified upon final 
inspection by this office.  These requirements need not be addressed back to the reviewer, however should be addressed 
prior to construction and inspection scheduling.  Failure to comply with or otherwise address these items may affect final 
occupancy and use of the structure.

1 Scope of work: SEE ABOVE INFORMATION

2 FIRE PROTECTION SYSTEMS:

2.1 LAC 55:V:303.E  Provide listed portable fire extinguishers in accordance with NFPA 10. (Refer to Appendix E 
for distribution information.) 
Classification:
- Class A fires:  fires in ordinary combustible materials, such as wood, cloth, paper, rubber and many plastics. 
Travel distance to a fire extinguisher shall not exceed 75 feet.
- Class B fires:  fires in flammable liquids, combustible liquids. petroleum greases, tars. oils, oil-based paints, 
solvents, lacquers, alcohols and flammable gases. Travel distance to a fire extinguisher shall not exceed 30 
feet for Class B fires (liquids). (May be increased to 50 feet for Light (low) Hazard fires with 10-B extinguisher, 
for Ordinary (moderate) Hazard fires with 20-B extinguisher, and for Extra (high) Hazard fires with 80-B 
extinguisher). See Table 10:6.3.1.1.
- Class C fires:  fires that involve energized electrical equipment. Travel distance to a fire extinguisher shall 
not exceed 75 feet.

3 BUILDING CONSTRUCTION and COMPARTMENTATION:

3.1 IBC 504: The proposed construction APPEARS TO BE WITHIN the allowable height and area limitations of 
Tables 504.3, 504.4, and 506.2.

4 EGRESS DOORS:

4.1 101:7.2.1.3 and IBC 1010.1.4 through 1010.1.6 Provide level landings outside exterior doors that are within 
1/2" of the interior finish floor elevation.

5 INTERIOR INSULATION and FINISHES:

5.1 101:12.3.3 Interior walls and ceilings shall have a flame spread of 0-200 and a smoke development rating of 0
-450.

5.2 LAC 55:305 Insulation and insulation assemblies shall meet the requirements of Section 720, International 
Building Code, 2021 Edition.
- Concealed and exposed insulation shall have a flame spread of 0-25 and a smoke developed of 0-450 in 
accordance with IBC 720.
- Cellulose fiber thermal insulation shall meet the requirements of paragraph IBC 720.

Foam Plastic Insulation shall meet the requirements of IBC 2603, and NFPA 101:10.2.4.3.
- Foam plastic shall have a flame spread of 0-25 and a smoke developed of 0-450 where tested in accordance 
with the provisions of IBC 2603.3 and NFPA 101:10.2.4.3.

Thermal barriers shall protect foam plastic insulation in accordance with IBC 2603.4.
- Intumescent coatings used as an alternative to the thermal barrier required over foam plastic insulation shall 
be approved by this office prior to installation. Provide evaluation report(s) for review that document test 
results in accordance with the provisions of IBC 2603.9 and NFPA 101:10.2.4.3 as a complete assembly.
- Approved alternative thermal barrier coatings shall be tested on the foam plastic insulation product proposed 
and listed as a complete assembly related to actual end-use configuration. Such coatings shall be applied to 
the thickness indicated by the evaluation report.

Ignition barrier assemblies or other intumescent coatings tested in accordance with provisions other than 
those referenced by IBC 2603.9 are NOT an acceptable alternative to the thermal barrier.

- Alternative Ignition barriers complying with IBC 2603.4.1.6 may protect foam plastic insulation used in attics 
or crawl spaces, where entry is made only for service of utilities, in lieu of the thermal barrier.

6 ACCESSIBILITY FEATURES:

6.1 ADA-ABA:216.2 Where signage identifies permanent rooms or spaces OR EXITS, the signage shall comply 
with Sections 703.1 - 703.5 (raised characters, Braille, visual characteristics, height).

6.2 ADA-ABA:303 Thresholds shall comply with requirements of this section regarding changes in level. (Not 
more than 1/2" height and beveled if over 1/4")

6.3 ADA-ABA:404.2.7 Handles, pulls, latches, locks, and other operable parts on doors and gates shall comply 
with 309.4. Hardware shall not require tight grasping, tight pinching, or twisting of the wrist to operate.

7 GENERAL COMMENTS:

7.1 LRS 40:1730.49.B and 40:1563  REVIEW FOR COMPLIANCE WITH THE LIFE SAFETY AND FIRE 
PROTECTION REQUIREMENTS OF THE INTERNATIONAL BUILDING CODE ARE INCLUDED IN THIS 
REVIEW. Contact the building official of the applicable political subdivision to coordinate compliance with the 
complete requirements of the Louisiana State Uniform Construction Code (LSUCC).  LRS 40:1730.23 
mandates the enforcement of the LSUCC codes by municipalities and parishes in Louisiana, as described by 
LRS 40:1730.28.  LRS 40:1730.23.H permits a parish or municipality to accept determinations made by the 
state fire marshal as they pertain to life safety and fire protection as required by the LSUCC.
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1. Deferred Submittal (Pavilion Manufacture Drawings). Metal pavilion 
manufacturer drawings detailing metal building framework, panels, and anchor 
bolt placements (sealed and signed by registered design professional) shall be 
submitted to and approved by the building department prior to scheduling 
foundation inspection. The structural design parameter for the structure should 
also be provided. FOUNDATION PRE-POUR INSPECTION CAN NOT BE 
SCHEDULED UNTIL THIS INFORMATION HAS BEEN RECEIVED AND 
APPROVED!!

Civil & Sports Design Engineering
Marco Juarez Tijerino
14433 River Road
Hahnville, LA 70057

RE: Louisiana State Uniform Construction Code (LSUCC) Review

April 13, 2026

Dear Applicant:

This is to advise that we have reviewed the documents for the subject proposed construction and 
have determined that they appear to be in accordance with the Louisiana State Uniform 
Construction Code. Be advised that this review is for regulatory code compliance. Your project 
may also be subject to compliance requirements found in local ordinances, which are not 
incorporated in this review, but may be covered, in an attached document. Plans are approved 
under this review subject to the following exceptions:

The following is a review for compliance with the requirements of the Louisiana State Uniform 
construction code (LSUCC) in accordance with Act 12 of the 2005 First Extraordinary Session 
of the Louisiana Legislature. This review is performed at the request of, and on behalf of, the 
jurisdiction in which this project is located.

PermitType: Recreational Facilities
Permit Application: 51055
Project: St. Charles Parish Dog Park
801 Deputy Jeff G Watson Drive
Luling LA 70070
Location wind speed: 142 mph (V-ult)

Monday, April 13, 2026

Permit No.51055 St. Charles Parish Dog Park 

Page 1 of 7

MyPermitNow.org

5058 W. Main Street, Houma, Louisiana 70360
P.O. Box 1870, Gray, Louisiana 70359
Toll Free at 1-866-95-PERMIT or (985) 655-1070



2. Scope of Work

a. New 104,918 square foot Dog Park.

3. Proposed Occupancy/Use Group Classification

a. Utility and Miscellaneous Group U

4. Building Planning

a. Construction Type/Building Limitations: Type construction is not indicated; 
THEREFORE this review assumes Type II-B per IBC chapter 6.

b. Height and Area for change of occupancy/use to equal or lesser hazard category [IEBC 
1011.5.2]: The proposed construction is WITHIN the allowable height and area 
limitations of IEBC Table 1011.5.

5. Building Elements and Materials

a. Underlayment shall meet ASTM D226 Type II, ASTM D4869 Type IV (ie. 30# felt or 
synthetic). NOTE: 15# felt (Type I) not allowed in our region. The underlayment shall 
be attached with corrosion-resistant fasteners in a grid pattern of 12 inches between side 
laps with a 6-inch spacing at the side laps and end laps. Underlayment shall be attached 
using annular ring or deformed shank nails with 1-inch-diameter metal or 
plastic caps.  [IBC Table 1507.1.1(1) and IBC Table 1507.1.1(3)]. The above not 
applicable for Clay and concrete Tiles. Underlayment for Clay and Concrete tiles 
shall meet ASTM D226 Type II, ASTM D2626 Type I, or ASTM D6380 Class M 
[IBC Table 1507.1.1(1)].

Code References:

IBC

IPC

IMC

IEBC

NEC

2021 International Building Code

2021 International Plumbing Code

2021 International Mechanical Code

2021 International Existing Building Code

2020 National Electrical Code

The additional following comments identify issues for informational and cautionary purposes or 
issues that could not be verified in the submitted documents and will be inspected for code 
compliance in the field. Where the “Life Safety Review”, done by the State Fire Marshal, 
conflicts with this review, the more restrictive code shall apply.

Monday, April 13, 2026

Permit No.51055 St. Charles Parish Dog Park 
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5058 W. Main Street, Houma, Louisiana 70360
P.O. Box 1870, Gray, Louisiana 70359
Toll Free at 1-866-95-PERMIT or (985) 655-1070



b. For Commercial Only - Roof Slopes from 4:12 or greater, underlayment shall be one 
layer applied in the following manner: underlayment shall be applied shingle fashion, 
parallel and starting from the eave and lapped 4 inches. Distortions in the underlayment 
shall not interfere with the ability of the shingles to seal. End laps shall be 4 inches and 
shall be offset by 6 feet [IBC Table1507.1.1(2)]. The underlayment shall be attached with 
corrosion-resistant fasteners in a grid pattern of 12 inches between side laps with a 6-inch 
spacing at side and end laps. Underlayment shall be attached sing annual ring or 
deformed shank nails with 1-inch-diameter metal or plastic cap [IBC Table 1507.1.1(3)].

c. Metal roof panel coverings shall be applied to solid sheathing, except where the roof 
covering is specifically designed to be applied to spaced supports (purlins, lats, runners 
etc.…), see manufacturers’ installation requirements [IBC 1507.4.1].

d. Metal roof panel coverings shall be applied to solid sheathing, except where the roof 
covering is specifically designed to be applied to spaced supports (i.e. purlins, lats, 
runners, etc..). See manufacturers installation instructions. [IBC 1507.4.1]. Approved 
wood spaced supports shall be a minimum 2x4 attached directly to rafters. Minimum (2) 
number 8 x 3-1/2 inch wood screws shall be used to attach spaced supports to rafters.

e. Metal roof panels shall be secured in accordance with the manufacturers’ installation 
instructions. In the absence of manufacturer recommendations, the following fasteners 
shall be used: (A) Galvanized fasteners shall be used for steel roofs. (B) Copper, brass, 
bronze, copper alloy or 300 series stainless-steel fasteners shall be used for copper roofs. 
(C) Stainless-steel fasteners are acceptable for all types of metal roofs. (D) Aluminum 
fasteners are acceptable for aluminum roofs attached to aluminum supports [IBC 
1507.4.4].

f. Roof Underlayment Inspection by the building department shall be conducted (where 
applicable). This inspection shall be performed prior to the roof covering 
installation (VERIFICATION OF UNDERLAYMENT INSTALLATION METHOD 
MANDATORY). To schedule required inspection, call 985-655-1070.

6. Fire Protection Systems

a. No sprinkler system indicated; none required [IBC Sec 903]

b. No fire alarm system indicated; none required [IBC 907].

Monday, April 13, 2026

Permit No.51055 St. Charles Parish Dog Park 
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c. Portable fire extinguishers shall be provided within the following travel distances:

Class A Extinguishers (Ordinary/Moderate Combustibles): Travel distance shall not 
exceed 75 feet to ordinary combustibles [IBC Table 906.3(1)].

Class B Extinguishers (Ordinary/Moderate Flammable/Combustible 
Liquids): Travel distance shall not exceed 30 feet for ordinary/moderate flammable 
liquids. Travel distance may be increased to 50 feet for Light (low) Hazard fires with 10-
B extinguisher, for Ordinary (moderate) Hazard fires with 20-B extinguisher, and for 
Extra (High) Hazard fires with 80-B extinguisher [IBC Table 906.3(2)]. For classification 
of Hazards see NFPA 10:5.4.1.1 (Light/Low), 10:5.4.1.2 (Ordinary/Moderate), 10:5.4.1.3
 (Extra/High).

Class K Extinguishers (Fires involving cooking appliances): Travel distance to a fire 
extinguisher shall not exceed 30 feet [IBC 906.1(2)].

Class D Extinguishers (Combustible Metals): Travel distance to a fire extinguisher for 
combustible metals shall be selected and placed in accordance with NFPA 10 [IBC 
906.3.4].

Top of fire extinguisher, having a gross weight 40lbs or less, shall be not more than 5 feet 
above the floor. If gross weight is greater than 40lbs, then top of fire extinguisher shall 
not be more than 3-1/2 feet above floor. The bottom of a hand portable fire extinguisher 
shall not be less than 4 inches above the floor [IBC 906.9].

7. Structural Design

a. Roof Live Load is 20psf [Table 1607.1];

b. Wind Design Data: Basic Wind Speed – 140mph (V-ult); [IBC figure 1609 and/or ASCE 
7-10];

c. Risk Category is _II_ [IBC Table 1604.5];

d. Wind Exposure Category is _C_ [IBC Sec 1609.4.3];

8. Foundation

a. Site preparation: The area within the foundation perimeter shall have all vegetation, top 
soil and foreign material removed [IBC 1808.8.3].

b. Foundation footings shall be a minimum of 12 inches within the natural undisturbed soil 
[IBC 1809.4] or compacted fill, with submitted compaction test meeting 95% 
compaction.
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c. This review assumes the subject proposed construction is being built on natural soil. If a 
mound of dirt has been constructed for this project, a compaction test will have to be 
submitted for review and approved prior to any work being done.

9. Mechanical Systems

a. Mechanical Exhaust Rates - Public Toilet Rooms. Mechanical exhaust shall be 
provided in public restroom areas and shall provide a rate of 50cfm per water closet 
and/or urinal while occupied or 70cfms intermittently [Table IMC 403.3.1.1].

10. Plumbing

a. No water closet, urinal, lavatory or bidet shall be set closer than 15 inches from its center 
to any side wall, partition, vanity or other obstruction, or closer than 30 inches center-to-
center with adjacent fixtures [IPC 405.3.1]. ALSO SEE MINIMUM ADA 
REQUIREMENTS PER STATE FIRE MARSHAL REVIEW.

b. Water closets shall be suitably enclosed (or partitioned for urinals) to ensure privacy in 
accordance with IPC 405.3.4 & 405.3.5. See exceptions.

c. Floor drains shall be installed in all public toilet rooms and shall be provided with an 
approved automatic trap priming device, excluding hotel/motel guest room or patient 
rooms of a hospital or nursing home [LSUCC Amendment - Add Section IPC 415.5]

d. Water closet bowls for public or employee toilet facilities shall be of the elongated type 
[IPC 425.2].

e. Water closet seats for public or employee toilet facilities shall be of the hinged open-front 
type [IPC 425.3].

f. Backflow and back-siphonage protection of potable water shall be provided in accordance 
with IPC 608.

g. Above-ground drain, waste and vent pipe shall conform to one of the standards listed in 
IPC Table 702.1 [IPC 702.1].

h. Underground building sanitary drainage and vent pipe shall conform to one of the 
standards listed in IPC Table 702.2 [IPC 702.2].

i. Vent terminals extending through the wall shall terminate at a point not less than 10 feet 
from a lot line and not less than 10 feet above the highest adjacent grade within 10 feet 
horizontally of the vent terminal. Vent terminals shall not terminate under the overhang 
of a structure with soffit vents [IPC 903.1.4].

j. Vent terminals from drainage system shall not be located directly beneath any door, 
window or other fresh air intake opening of the building or adjacent buildings, nor shall 
any such vent terminal be within 10ft horizontally of such an opening unless it is a t least 
3ft above the top of such opening [IPC 903.5].
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1. In-ground Plumbing

2. Foundation Inspection (Prior to Pour) NOTE: Metal Building manufacturer’s plans with 
seal and signature required to be submitted 24 hours prior to scheduling this inspection. 
See notes at beginning of this letter.

11. Electrical Systems

a. Electrical Equipment Working Space - Condition 1 thru 3 (0-150-volts) per Table 
110.26(A)(1). Electrical services and panels shall have adequate working space and 
clearances as follows: depth of working space forward of the service or panel shall be a 
minimum 36” per Table 110.26(A)(1) Condition 1 thru 3 (0-150-volts) [NEC 110.26 (A)
(1)]; width of working space forward of the service or panel shall be a minimum 30” 
[NEC 110.26 (A)(2)]. NOTE: See Table 110.26(A)(1) for Definition of Conditions and 
distance requirements for higher voltages per condition.

b. Electrical Equipment Access. Permanent ladders or stairways shall be provided to give 
safe access to elevated work space around electrical equipment [NEC 110.33(B)].

c. Receptacle Rating Type - Exterior. Exterior outlets shall be a listed weather-resistant 
type [NEC 406.9].

Changes to construction in the field which are not consistent with the reviewed documents are 
not authorized unless reviewed by this office.

This review shall in no way permit and/or authorize any omission or deviations from the 
specific requirements of the adopted codes, rules and regulations.

Work shall not be done beyond the point indicated in each successive inspection without 
first obtaining the approval of the building official. The building official upon notification 
shall either indicate the portion of the construction that is satisfactory as completed, or 
shall notify the permit holder or an agent of the permit holder wherein the same fails to 
comply with the 2021 International Building Code. Any portions that do not comply shall 
be corrected and such portion shall not be covered or concealed until authorized by the 
building official.

Occupancy of the project will not be permitted until all required inspection listed below 
have been accomplished by this office.

To schedule an inspection, call (985) 655-1070.
The following inspections are required for this project: (Applicant shall also call for partial 
inspections and/or additional inspections specific to this project not identified below)
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3. Block Wall In-progress Inspection

4. Nail Pattern – Wall sheathing

5. Nail Pattern – Roof sheathing

6. Roof Underlayment Inspection

7. Framing (Metal, Wood, and CMU reinf.) Note: Call for CMU inspection at half-way 
point.

8. Open Wall/Ceiling Electrical Rough-in

9. Open Wall/Ceiling Plumbing Rough-in (NOTE: Plumbing Open Wall/Rough-In 
inspection shall now include verifying complete water supply line pressure test. System 
shall prove tight under Hydrostatic water pressure 1.5 times the working pressure of 
system but not less than 140psi; or for piping other than plastic, an air pressure test of 
not less than 50psi [air test to PEX piping per manufacture], to be verified during 
plumbing open wall inspection. This inspection shall also now include verification of 
complete building drain, waste, and vent line water column test [10ft above the highest 
fitting in section or highest point in completed system for a period of 15min without 
evidence of leaking] or Air pressure test [DWV system under air pressure shall 
maintain a gauge pressure of 5psi, for 15min])[IPC 312.3 and 312.5 w/LSUCCC 
Amendments]. These test shall be set up by the permit holder and given reasonable 
advance notice to the code official when ready for test.

10. Open Wall/Ceiling Mechanical Rough-in

11. Final Electrical

12. Final Mechanical

13. Final Plumbing

14. Final Building

Beth Curole

South Central Regional Construction Code Council
bethc@scpdc.org
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UTILITY 1. CONTRACTOR SHALL COORDINATE AND PAY FOR THE DE-ENERGIZING AND CONTRACTOR SHALL COORDINATE AND PAY FOR THE DE-ENERGIZING AND RE-ENERGIZING OF ELECTRICAL POWER LINES (IF REQUIRED) FOR CONSTRUCTION PURPOSE AS REQUIRED BY LOCAL, STATE, AND FEDERAL AGENCIES. 2. CONTRACTOR SHALL BRACE ANY AND ALL UTILITY POLES ADJACENT TO CONTRACTOR SHALL BRACE ANY AND ALL UTILITY POLES ADJACENT TO EXCAVATION (IF REQUIRED).  BRACING SHALL REMAIN IN PLACE AFTER BACKFILLING UNTIL COMPACTION STANDARDS HAVE BEEN MET.  COMPLETE WORK PROMPTLY ONCE EXCAVATION HAS BEGUN ADJACENT TO POLES. 3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE DIRECTLY WITH IT IS THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE DIRECTLY WITH THE APPROPRIATE UTILITY COMPANIES TO HAVE THE UTILITIES RELOCATED IF NECESSARY. 11. EXISTING UTILITY LOCATIONS SHOWN ON THE PLANS ARE APPROXIMATE. EXISTING UTILITY LOCATIONS SHOWN ON THE PLANS ARE APPROXIMATE. CONTRACTOR SHALL MAKE PROVISIONS TO PROTECT EXISTING UTILITIES WHEN EXCAVATING IN THESE AREAS SO AS NOT TO DAMAGE OR DISRUPT THESE UTILITIES. CONTRACTOR SHALL FIELD VERIFY LOCATION OF UTILITIES PRIOR TO EXCAVATION. EARTHWORK/ GRADING 1. BASE COURSE: THE CONTRACTOR SHALL CONFIRM THAT A SIX (6") INCH BASE COURSE: THE CONTRACTOR SHALL CONFIRM THAT A SIX (6") INCH MINIMUM (OR AS SPECIFIED BY DRAWING). THICKNESS NON-PLASTIC BASE (PUMPED RIVER SAND) IS PRESENT PRIOR TO FORMING. COMPACT AND GRADE AS REQUIRED. KEEP TRAFFIC OFF THE BASE FOR 72 HRS. REPAIR ANY SECTION OF TRAFFIC OFF OF THE BASE FOR 72 HRS. REPAIR ANY SECTION OF BASE THAT FAILS DURING PAVING OPERATIONS WITH CRUSHED STONE.  ALL SUBGRADE MATERIAL WHICH WILL NOT SATISFACTORILY COMPACT SHALL BE REMOVED AND REPLACED WITH MATERIAL THAT WILL COMPACT SATISFACTORILY. TOP 12" INCHES SHALL BE COMPACTED TO 95% STANDARD PROCTOR. WHERE THE SUBGRADE IS OF NON-UNIFORM COMPACTED NATURE, IT SHALL BE SCARIFIED TO A DEPTH OF 12" FOR ITS FULL WIDTH AND THE MATERIAL SPREAD AND BROUGHT TO LINE AND GRADE AND COMPACTED AS SPECIFIED ABOVE. 2. COMPACTION OF FILL: SELECT STRUCTURAL FILL AND NON-STRUCTURAL FILL COMPACTION OF FILL: SELECT STRUCTURAL FILL AND NON-STRUCTURAL FILL : SELECT STRUCTURAL FILL AND NON-STRUCTURAL FILL USED AS BACKFILL SHOULD BE SPREAD IN LOOSE LIFTS OF 6 TO 8 INCHES AND COMPACTED TO AT LEAST 95% OF ITS MAXIMUM DRY DENSITY NEAR OPTIMUM WATER CONTENT IN ACCORDANCE WITH ASTM D 698. WHEN USED BENEATH GRADE SUPPORTED FEATURES (PAVEMENTS OR SLABS), THE SELECT FILL SHOULD BE COMPACTED TO 95% OF ITS MAXIMUM DRY DENSITY NEAR OPTIMUM WATER CONTENT IN ACCORDANCE WITH ASTM D 1557. 3. DENSITY TESTS SHOULD BE PERFORMED ON EACH LIFT OF THE COMPACTED DENSITY TESTS SHOULD BE PERFORMED ON EACH LIFT OF THE COMPACTED STRUCTURAL AND NON-STRUCTURAL FILL TO DETERMINE IF THE CONTRACTOR HAS ACHIEVED THE RECOMMENDED DENSITY. ALL CLEARING, FILLING, AND COMPACTION OPERATIONS SHOULD BE ACCOMPLISHED DURING PERIODS OF DRY WEATHER ONLY. THE CONTRACTOR SHOULD EXERCISE CAUTION DURING AND AFTER INCLEMENT WEATHER TO ENSURE SUBSOIL SUPPORT IS NOT DEGRADED BY CONSTRUCTION OPERATIONS. 4. CONTRACTOR SHALL RE-GRADE ALL AREAS AFFECTED BY CONSTRUCTION TO CONTRACTOR SHALL RE-GRADE ALL AREAS AFFECTED BY CONSTRUCTION TO PROVIDE POSITIVE DRAINAGE.  WORK SHALL BE IN A WORKMAN LIKE MANNER AND IN ACCORDANCE WITH ENGINEERS REQUIREMENTS.  IF CONTRACTOR DETERMINES THAT ANY AREAS AFFECTED BY CONSTRUCTION CANNOT BE RE-GRADED TO DRAIN, CONTRACTOR SHALL DOCUMENT (I.E., TAKE ELEVATIONS, PICTURES, ETC.) EXISTING CONDITIONS PRIOR TO CONSTRUCTION. 5. CONTRACTOR SHALL VERIFY THE GROUND AND TOP SLAB ELEVATION AT EACH CONTRACTOR SHALL VERIFY THE GROUND AND TOP SLAB ELEVATION AT EACH CORNER OF ALL SLABS OF ADJACENT BUILDINGS PRIOR TO CONSTRUCTION.  PROVIDE ELEVATIONS TO ENGINEER. 
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FOUNDATION GENERAL NOTES 1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FINAL DIMENSIONS THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FINAL DIMENSIONS AND FIT-UP OF THE STRUCTURE, INCLUDING VERIFYING ALL EXISTING CONDITIONS AND DIMENSIONS BEFORE COMMENCING WORK. 2. THE CONTRACTOR SHALL INVESTIGATE AND LOCATE ANY EXISTING ADJACENT THE CONTRACTOR SHALL INVESTIGATE AND LOCATE ANY EXISTING ADJACENT BUILDINGS, SEWERS & OTHER UTILITIES & SHALL TAKE PROPER & NECESSARY PRECAUTIONS TO PROTECT SAME FROM DAMAGE DUE TO THE EXECUTION OF NEW WORK. SHOULD DAMAGE OCCUR DUE TO THE CONTRACTOR'S NEGLIGENCE, THE COST & RESPONSIBILITY FOR REPAIRING OR REPLACING THE WORK IN ITS ORIGINAL CONDITION SHALL BE BORNE BY THE CONTRACTOR AT NO COST TO THE OWNER. 3. THE STRUCTURE IS DESIGNED TO BE SELF-SUPPORTING & STABLE AFTER THE STRUCTURE IS DESIGNED TO BE SELF-SUPPORTING & STABLE AFTER THE BUILDING IS FULLY COMPLETED. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE ERECTION PROCEDURE & SEQUENCE & TO INSURE THE SAFETY OF THE BUILDING & ITS COMPONENT PARTS DURING ERECTION. THIS INCLUDES THE ADDITION OF WHATEVER TEMPORARY BRACING, GUYS OR TIE-DOWNS WHICH MIGHT BE NECESSARY.  4. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE INSTALLATION OF THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE INSTALLATION OF PIPE & DUCT SLEEVES AS INDICATED ON THE MECHANICAL , PLUMBING, AND ELECTRICAL DRAWINGS & NOT DETAILED ON THE STRUCTURAL DRAWINGS. THESE SLEEVES SHALL BE STEEL & SHALL NOT INTERFERE WITH THE STRUCTURAL FRAMING, NOR SHALL THEY IMPAIR THE STRENGTH OF THE STRUCTURE. 5. IT IS THE CONTRACTOR'S RESPONSIBILITY TO FOLLOW ALL APPLICABLE IT IS THE CONTRACTOR'S RESPONSIBILITY TO FOLLOW ALL APPLICABLE SAFETY CODES & REGULATIONS DURING ALL PHASES OF CONSTRUCTION. 6. ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH THE LATEST ACI ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH THE LATEST ACI STANDARD SPECIFICATIONS FOR REINFORCED CONCRETE. CONCRETE SHALL BE STANDARD WEIGHT (APPROX. 150 PCF) AND SHALL TEST 4,000 PSI AT 28 DAYS, EXCEPT NOTED OTHERWISE. 7. THE GOVERNING CODE FOR THE DESIGN IS THE IBC, LATEST EDITION. THE GOVERNING CODE FOR THE DESIGN IS THE IBC, LATEST EDITION. 8. PLACE VAPOR BARRIER BENEATH ALL SLABS AND BEAMS ON GRADE. LAP PLACE VAPOR BARRIER BENEATH ALL SLABS AND BEAMS ON GRADE. LAP 12" TO ACCOMODATE CONCRETE POURING DIRECTION. 9. FILL WITH COMPACTED SAND AS REQUIRED TO MEET NECESSARY ELEVATION FILL WITH COMPACTED SAND AS REQUIRED TO MEET NECESSARY ELEVATION AND SHALL EXTEND A MIN. OF 5'-0" BEYOND THE PERIMETER OF THE FOUNDATION IN ALL DIRECTIONS. SAND FILL SHALL BE PLACED IN 6 INCH SAND FILL SHALL BE PLACED IN 6 INCH MAXIMUM LIFTS AND COMPACTED TO MINIMUM DENSITY OF 95% OF MAXIMUM DENSITY OF OPTIMUM MOISTURE CONTENT AS DETERMINED BY AASHTO STANDARD T99.  10. SAND FILL SHALL CONSIST OF NON EXPANSIVE, FREE DRAINING, SAND FILL SHALL CONSIST OF NON EXPANSIVE, FREE DRAINING, PREDOMINANTLY GRANULAR MATERIAL, FREE OF DEBRIS AND ORGANIC MATERIAL. 11. ALL REINFORCING STEEL SHALL BE ASTM DESIGNATION A-615 (GRADE 60). ALL REINFORCING STEEL SHALL BE ASTM DESIGNATION A-615 (GRADE 60). DETAIL REINFORCING AND PROVIDE ACCESSORIES IN ACCORDANCE WITH THE LATEST ACI MANUAL OF STANDARD PRACTICE FOR DETAILING REINFORCED CONCRETE STRUCTURES.  12. REINFORCEMENT SHALL BE ACCURATELY PLACED AND ADEQUATELY REINFORCEMENT SHALL BE ACCURATELY PLACED AND ADEQUATELY SUPPORTED BY CONCRETE, METAL, OR OTHER APPROVED CHAIRS, SPACERS, OR TIES, AND SECURED AGAINST DISPLACEMENT DURING CONCRETE OR GROUT PLACEMENT.  TACK WELDING NOT ALLOWED. 2. SPLICES:  REINFORCEMENT IN CONCRETE SHALL HAVE LAP LENGTHS AS SPLICES:  REINFORCEMENT IN CONCRETE SHALL HAVE LAP LENGTHS AS FOLLOWS, UNLESS OTHERWISE SPECIFIED ON DRAWINGS. BAR SIZE   LENGTH IN CONCRETE LENGTH IN CONCRETE   #3     1' 6" 1' 6"   #4     2' 0" 2' 0"   #5     2' 6" 2' 6"   #6     3' 4" 3' 4" A. WELDED WIRE FABRICS SHALL BE LAPPED ONE GRID WIDTH PLUS 2" WELDED WIRE FABRICS SHALL BE LAPPED ONE GRID WIDTH PLUS 2" B. REINFORCEMENT SHALL BE BENT COLD. REINFORCEMENT SHALL BE BENT COLD. C. REINFORCEMENT SHALL NOT BE WELDED.   REINFORCEMENT SHALL NOT BE WELDED.   3. AT NON-CONTINUOUS ENDS OF ALL BEAMS AND SLABS PROVIDE ACI AT NON-CONTINUOUS ENDS OF ALL BEAMS AND SLABS PROVIDE ACI RECOMMENDED 90 DEGREES HOOK FOR TOP BARS, EXCEPT AT CORNERS OMIT HOOK ON EXTERIOR TOP BARS AND PROVIDE BARS (EXTERIOR HORIZONTAL TOP, BOTTOM, AND ALL INTERMEDIATE BARS) LAPPING 24 DIAS. IN EACH DIRECTION. AT NON-CONTINUOUS ENDS AND CORNER OF ALL WALLS, SEE "TYPICAL WALL DETAILS" IN THE ACI DETAILING MANUAL FOR HOOKS AND BARS FOR THE HORIZONTAL WALL REINFORCING. 4. REINFORCING CLEARANCES REQUIRED AS FOLLOWS: REINFORCING CLEARANCES REQUIRED AS FOLLOWS: A. CONCRETE DEPOSITED AGAINST EARTH.............3" CONCRETE DEPOSITED AGAINST EARTH.............3" B. FORMED CONCRETE AGAINST EARTH.................2" FORMED CONCRETE AGAINST EARTH.................2" C. EXTERIOR FACES OF WALLS..............................2" EXTERIOR FACES OF WALLS..............................2" D. INTERIOR FACES OF WALLS...............................3/4" INTERIOR FACES OF WALLS...............................3/4" 15. DESIGN LOADS AS FOLLOWS: DESIGN LOADS AS FOLLOWS: A. SLAB LIVE LOAD = 100 PSFSLAB LIVE LOAD = 100 PSF
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REINF. CELL W/ #5 VERT. @ 48" O.C. FILL CELL W/ PEA-SIZED GRAVEL GROUT. PROVIDE #5 DOWEL FROM WALLS BELOW
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DUR-O-WALL HORIZ. WALL REINF. W/ NO. 9 SIDE RODS @ EVERY OTHER COURSE
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TYPICAL DETAIL- CMU VERTICAL WALL REINFORCEMENT
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REINF. CELL W/ #5 VERT. FILL CELL W/ PEA-SIZED GRAVEL GROUT.
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MASONRY OPENING SEE ARCH. DWG'S.
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REINF. CELL W/ #5 VERT. FILL CELL W/ PEA-SIZED GRAVEL GROUT.
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REINF. CELL W/ #5 VERT. FILL CELL W/ PEA-SIZED GRAVEL GROUT.
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REINF. CELL W/ #5 VERT. FILL CELL W/ PEA-SIZED GRAVEL GROUT.
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REINF. CELL W/ #5 VERT. FILL CELL W/ PEA-SIZED GRAVEL GROUT.
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CMU LINTEL/SILL SCHEDULE- CONCRETE MASONRY UNITS (8" CMU)
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LINTEL/SILL "U-BLOCK" SIZE AND REINFORCING
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BEAR EA. END FULL DIMENSIONS SHOWN
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8" "U-BLOCK"                   2- #5 CONT. TOP & BOT.
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3 CELLS EA. SIDE            W/ 1 - #5 VERT. EA. CELL
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16" "U-BLOCK"                   2- #6 CONT. TOP & BOT. #3   @ 24" O.C.
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3 CELLS EA. SIDE            W/ 1 - #5 VERT. EA. CELL
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16" "U-BLOCK"                   2- #6 CONT. TOP & BOT. #3   @ 24" O.C.
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3 CELLS EA. SIDE            W/ 1 - #6 VERT. EA. CELL
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24" "U-BLOCK"                   2- #6 CONT. TOP & BOT. #3   @ 12" O.C.
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3 CELLS EA. SIDE            W/ 1 - #6 VERT. EA. CELL
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CMU LINTEL/ SILL NOTES: UNLESS NOTED OTHERWISE:                                            1. JAMBS TO EXTEND FROM STRUCTURAL/ FLOOR LEVEL ABOVE       OPENING TO STRUCTURE/ FLOOR LEVEL BELOW OPENING.                                                         2. ALL JAMBS ARE TO BE FILLED SOLID FULL HEIGHT W/ 4000 PSI PEA GRAVEL AGGREGATE CONCRETE.

AutoCAD SHX Text
DETAIL- TYPICAL CMU LINTEL/ SILL INT./ EXT. WALL OPENINGS        N.T.S.
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2 1/2" CLR. TYP.
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FLOOR LINE SEE PLAN
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REINFORCING SEE SCHEDULE
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DESIGN CRITERIA AND APPLICABLE CODES
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1.   WIND SPEED (V-ULT) 141 MPH
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3.   RISK CATEGORY II
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4.   EXPOSURE C
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5.   IBC 2021
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7.   NEC 2020
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9.   ROOF LIVE LOAD 20PSF
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10.   FLOOR LIVE LOAD 100PSF
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2.   WIND SPEED (ASD) 109 MPH
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ELEVATION SCHEDULE (FT.)*
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#4 BARS AT 8" O.C. EACH WAY
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8" THICK CONCRETE SLAB, 6FT X 6FT, COORDINATE LAYOUT PRIOR TO CONSTRUCTION (CHAMFER EDGES)
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1 1/4" BRONZE BALL VALVE
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GUIDE RAIL (TYP.)
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4" INFLUENT (SEE SITE PLAN FOR LOCATION)
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GENERAL NOTES 1. CONTRACTOR SHALL INSTALL PACKAGED DUPLEX, RAIL-MOUNT TYPE SEWAGE CONTRACTOR SHALL INSTALL PACKAGED DUPLEX, RAIL-MOUNT TYPE SEWAGE PUMPING STATION WITH HEAVY-DUTY SUBMERSIBLE GRINDER PUMPS, FIBERGLASS SUMP. AND CONTROL PANEL AS MANUFACTURED BY HYDROMATIC PUMP CO. 2. LIFT STATION SUMP SHALL BE FACTORY FABRICATED OF FIBER-REINFORCED LIFT STATION SUMP SHALL BE FACTORY FABRICATED OF FIBER-REINFORCED POLYESTER (FIBERGLASS) WITH RELATIVELY SMOOTH INTERIOR AND EXTERIOR SURFACES WITHOUT DRY SPOTS OR EXPOSED FIBERS. SUMP SHALL BE REINFORCED TO WITHSTAND PRESSURE FROM BACKFILL AND AN ADDITIONAL 100 PSF OVERBURDEN AT GRIUND LEVEL. SUMP SHALL BE COMPLETELY WATERTIGHT. 3. PUMPS SHALL BE HYDROMATIC MODEL HVS200 SUBMERSIBLE GRINDER TYPE PUMPS SHALL BE HYDROMATIC MODEL HVS200 SUBMERSIBLE GRINDER TYPE SEWAGE WITH 2HP MIN. 3450 RPM, 230 VOLT, SINGLE PHASE MOTORS. EACH PUMP SHALL DELIVER AT LEAST 30.5 GPM AT 78 FT TDH AND HAVE OVER TEMP AND MOISTURE SENSORS. 4. PUMP MOUNTING AND DISCHARGE PIPING SHALL BE ARRANGED SO THAT EITHER PUMP MOUNTING AND DISCHARGE PIPING SHALL BE ARRANGED SO THAT EITHER PUMP CAN BE LIFTED OUT FOR SERVICE FROM THE TOP OF THE SUMP. PUMPS SHALL BE MOUNTED ON STAINLESS STEEL GUIDE RAIL WITH LIFT-OUT COUPLINGS FOR EASY REMOVAL AND REPLACEMENT WITHOUT TOOLS OR DE-WATERING THE WET-WELL. 5. ALL GUIDE RAILS, BRACKETS, BRACES, MISCELLANEOUS METAL PARTS AND ALL GUIDE RAILS, BRACKETS, BRACES, MISCELLANEOUS METAL PARTS AND FASTENERS IN THE WET-WELL SHALL BE 316 STAINLESS STEEL. ALL INTERNAL SEWAGE PIPING SHALL BE SCHEDULE 40, TYPE 316 STAINLESS STEEL 6. ACCESS HATCH AND FRAME SHALL BE ALUMINUM WITH STAINLESS STEEL ACCESS HATCH AND FRAME SHALL BE ALUMINUM WITH STAINLESS STEEL HARDWARE AND FASTERNERS. ALUMINUM HATCH COVER SHALL BE CHECKERED PLATE, 1/4" MINIMUM THICKNESS. PROVIDE PADLOCK AND HASP. 7. PUMP LEVEL CONTROLS SHALL BE SEALED FLOAT SWITCHES SUSPENEDED IN PUMP LEVEL CONTROLS SHALL BE SEALED FLOAT SWITCHES SUSPENEDED IN THE SUMP. FOUR FLOATS SHALL BE PROVIDED FOR LEAD, LAG, PUMPS OFF, AND ALARM LEVELS. 8. CONTROLS SHALL AUTOMATICALLY ALTERNATE LEAD AND LAG PUMPS EACH CONTROLS SHALL AUTOMATICALLY ALTERNATE LEAD AND LAG PUMPS EACH CYCLE. CONTROLS SHALL INCLUDE A THERMAL-MAGNETIC CIRCUIT BREAKER, MAGNETIC STARTER, AN H-O-A SWITCH FOR EACH PUMP, AND A PHASE MONITOR. SEAL FAILURE LIGHTS SHALL ALSO BE PROVIDED. A FLASHING HIGH WATER LEVEL ALARM LIGHT SHALL BE MOUNTED ON THE EXTERIOR OF THE CONTROL PANEL. 9. CONTROL ENCLOSURE SHALL BE NEMA 4X, 316- STAINLESS STEEL, WITH CONTROL ENCLOSURE SHALL BE NEMA 4X, 316- STAINLESS STEEL, WITH PROVISIONS TO PADLOCK THE OUTER DOOR. CONTROL PANEL SHALL BE MOUNTED AS SHOWN ON THE PLANS. 10. ELECTRICAL SERVICE TO THE LIFT STATION SHALL BE 240 VOLT, 3 PHASE, 60 ELECTRICAL SERVICE TO THE LIFT STATION SHALL BE 240 VOLT, 3 PHASE, 60 HZ. CONTRACTOR SHALL VERIFY PHASE AND VOLTAGE IN THE FIELD PRIOR TO ORDERING EQUIPMENT. 11. ALL ELECTRICAL WORK SHALL COMPLY WITH THE NATIONAL ELECTRICAL CODE. ALL ELECTRICAL WORK SHALL COMPLY WITH THE NATIONAL ELECTRICAL CODE. 12. THE BEDDING MATERIAL SHALL BE 610 LIMESTONE. THE BEDDING MATERIAL SHALL BE 610 LIMESTONE. 13. BEDDING AND BACKFILL SHALL BE PLACED AND COMPACTED UNIFORMLY IN BEDDING AND BACKFILL SHALL BE PLACED AND COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321. 14. PUMPS, GUIDERAILS, BSE ELBOWS, AND HATCHES SHALL BE BY THE SAME PUMPS, GUIDERAILS, BSE ELBOWS, AND HATCHES SHALL BE BY THE SAME SUPPLIER. 15. THE WET WELL GROUT FILLET SHALL BE PLACED TO THE MAXIMUM UNIFORM THE WET WELL GROUT FILLET SHALL BE PLACED TO THE MAXIMUM UNIFORM DIMENSIONS POSSIBLE WITHOUT INTERFERING WITH THE PUMPS OR PIPING. 16. PROVIDE COMPLETE COMBINED SUBMITTAL OF PUMP STATION LAYOUT, PROVIDE COMPLETE COMBINED SUBMITTAL OF PUMP STATION LAYOUT, COMPONENTS, CONTROL, EQUIPMENT, AND ELEVATIONS PRIOR TO ORDER. 17. MARKING FOR PVC/HDPE PIPE SHALL BE PROVIDED FOR ALL PVC/HDPE MARKING FOR PVC/HDPE PIPE SHALL BE PROVIDED FOR ALL PVC/HDPE FORCE MAINS AND SHALL BE MARKED IN ACCORDANCE WITH BOTH ITEMS BELOW: 18. TRACER WIRE:  ALL PVC/HDPE PIPE SHALL BE MARKED USING A 12 GAUGE TRACER WIRE:  ALL PVC/HDPE PIPE SHALL BE MARKED USING A 12 GAUGE INSULATED COPPER WIRE AND HAVE A GREEN COATING PLACED SIX INCHES OVER TOP OF PIPE.  IT IS THE INTENT OF THIS PARAGRAPH TO PROVIDE MEANS TO LOCATE PVC PIPE USING STANDARD PIPE LOCATION EQUIPMENT.  THE WIRE SHALL BE CARRIED UP THROUGH ALL VALVE BOXES AND LATERAL STUB OUTS AND TERMINATED AT LEAST 2 FEET ABOVE THE GROUND LINE TO PERMIT CONNECTING OF LOCATION EQUIPMENT. EXCESS WIRE AT VALVE BOXES SHALL BE NEATLY ROLLED AND STORED IN THE VALVE BOX. VALVE BOXES FOR TERMINATION OF WIRE SHALL BE PLACED APPROXIMATELY EVERY 750 LINEAR FEET ALONG FORCE MAIN OR AS DIRECTED BY THE OWNER. 19. MARKING TAPE:  SHALL BE GREEN WITH IMPRINT “CAUTION:  BURIED SEWER MARKING TAPE:  SHALL BE GREEN WITH IMPRINT “CAUTION:  BURIED SEWER CAUTION:  BURIED SEWER LINE BELOW,” BURIED AT LEAST 15 INCHES ABOVE THE TOP OF THE PIPE AND BURIED AT LEAST 15 INCHES ABOVE THE TOP OF THE PIPE AND SHALL BE GREEN IN COLOR.  TAPE SHALL BE 3 INCHES WIDE MINIMUM, MADE OF AN INERT PLASTIC FILM RESISTANT TO ALKALIS, ACIDS OR OTHER DESTRUCTIVE CHEMICAL COMPONENTS LIKELY TO BE ENCOUNTERED IN SOILS.  THE PIPE TRENCH SHALL BE BACKFILLED TO APPROXIMATELY 15 INCHES ABOVE TOP OF THE PIPE AND THE TAPE SHALL THEN BE PLACED FLAT WITH IMPRINT UP.  BACKFILL SHALL BE CAREFULLY PLACED TO A DEPTH OF SIX INCHES OVER TAPE.  IT IS THE INTENT OF THIS PARAGRAPH TO PROVIDE A MEANS OF IDENTIFYING AND PROTECTING FORCE MAINS.  MARKING TAP USED WITH PVC/HDPE FOR MAINS SHALL BE METALIZED SO THAT THE PVC/HDPE PIPE CAN BE LOCATED USING STANDARD PIPE LOCATION EQUIPMENT.”
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NOTE: ALL ELEVATIONS ARE APPROXIMATE. FIELD VERIFY ALL ELEVATIONS.
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